GEL12-65 12V65AH

GEL SERIES-GEL Battery

Specification

Nominal Voltage 12v
Nominal Capacity(10HR) 65AH
Length 348 + 3mm (13.70 inches)
) ) Width 167 + 2mm (6.57 inches)
Dimension Container Height 178 + 2mm (7.01 inches)
Total Height (with Terminal) 178 + 2mm (7.01 inches)
Approx Weight Approx 18.6Kg (41.01bs)
Terminal T6/T10

Container Material ABS

68.0 AH/3.40A

(20hr ,1.80V/cell,25°C/77°F)
65.0 AH/6.50A (10hr,1.80V/cell,25°C/77°F)
57.2 AH/11.4A (5hr,1.75V/cell,25°C/77°F)
51.4 AH/17 1A (3hr,1.75V/cell,25°C/77°F)

(

Applications
Rated Capacity

¢ Telecommunications
¢ Solar system 40.1AH/40.1A 1hr,1.60V/cell,25°C/77°F)
& Wind power system Max. Discharge Current 650A (5s)
o Engine starting Internal Resistance Approx 8.2 mQ
+ Wheelchair Discharge : -30 VSOZC (5~1 22°F°)
. . Operating Temp.Range Charge 0~40°C (32~104°F)
¢ Floor cleaning machines Storage  :-30~40°C (5~104°F)
¢ Golf trolley Nominal Operating Temp. Range 25+ 3°C (77t 5°F )
¢ Boats Cvele U Initial Charging Current less than 19.5 A.Voltage
ycle’se 14.4V~14.9V at 25°C(77°F)Temp. Coefficient -30mV/C
No limit on Initial Charging Current Voltage
Standby Use o o - o
13.5V~13.8V at 25°C(77 °F)Temp. Coefficient -20mV/°C
° ° 1039
Capacity affectedby 40°C (1040 F) ,,A)
|SO |SO OHSAS P 25°C (77 °F) 100%
&7LC Temperature . . 0
9001 | 14001 | 18001 ~ 0C_ (82°F) 86%

Techfine GEL series batteries may be stored for up to 9 months
at 25°C(77°F) and battery should be recharge before use.
For higher temperatures the time interval will be shorter.

Self Discharge

C€

ConstantCurrentDischarge (Amperes) at25°C(77°F)

RoHS

F.V/Time| 20min | 30min | 45min | 1h 2h 3h 4h 5h 6h 7h 8h 9h 10h 20h
1.85V/celll 550 | 432 | 329 | 276 | 175 | 133 | 110 | 953 | 822 | 728 | 657 | 6.00 | 567 | 3.12
180V/celll 630 | 482 | 363 | 304 | 189 | 143 | 117 | 100 | 863 | 762 | 6.8 | 631 | 593 325
1.75V/cell| 708 | 530 | 393 | 326 | 201 | 151 | 123 | 104 | 894 | 789 | 710 | 650 | 6.05 | 3.32
1.70V/cell| 762 | 568 | 417 | 345 | 213 | 157 | 127 | 107 | 925 | 815 | 731 | 667 | 619 | 3.36
167Vicell| 794 | 590 | 432 | 358 | 218 | 162 | 130 | 109 | 940 | 827 | 743 | 676 626 | 3.39
1.60V/cell| 860 | 632 | 464 | 380 | 227 | 169 | 135 | 113 | 963 | 845 | 756 | 690 | 6.38 | 3.44

ConstantPowerDischarge (Watts) at25°C (77°F)
F.V/Time| 20min | 30min | 45min | 1h 2h 3h 4h 5h 6h 7h 8h 9h 10h 20h
185V/cell | 1053 | 832 | 639 | 537 | 342 | 261 | 217 | 188 | 163 | 145 | 131 | 120 | 113 | 623
180Vicell | 119.0 | 921 | 699 | 589 | 368 | 279 | 229 | 197 | 170 | 151 | 137 | 125 | 118 | 6.48
1.75V/cell | 1322 | 1003 | 750 | 628 | 389 | 294 | 239 | 204 | 176 | 156 | 141 | 129 | 120 | 6.60
1.70V/cell | 1409 | 1065 | 791 | 66.0 | 410 | 305 | 247 | 210 | 182 | 161 | 145 | 132 | 123 | 668
167Vicell | 1450 | 1095 | 813 | 681 | 419 | 313 | 252 | 213 | 184 | 163 | 146 | 134 | 124 | 6.74
160V/cell | 1554 | 1161 | 867 | 719 | 434 | 324 | 260 @ 219 | 188 | 166 | 149 | 136 | 126 | 6.82

Note The above data are average values, and can be obtained with 3 charge/discharge cycles. These are not minimum values.
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Float Charging Characteristics Discharge Characteristics
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Cycle Life in Relation to Depth of Discharge General Relation of Capacity VS. Storage Time

Testing condition
Discharging:current 0.17C (FV 1.7V/cell);

Residual average capacity in % of C20
Charging:current 0.25C max, voltage 2.45V/cell; 120

Charging volume:125% of discharged capacity.
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TECHFINE GEL BATTERIES

This information is generally descriptive only and is not intended to make or imply any represe ntation, guarantee or warranty with respect to any cells and batteries. Cell and battery designs/
specification are subject to modification without notice. Contact us for the latestinformation.
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